
03 - 7846 5188

017 - 2299 395

azim.istiq@gmail.comwww.mebsutador.com

Fire DoorCatalog



Doors Technical 
Specification

&
Drawings



TECHDOR 
FIRE RESISTANT DOORSET is of, solid core design, fabricated from a single 
piece fire resistant board finished with door surface on both sides and edged 
with timber lipping (for 1 hour) and metal capping (for 2 hours)

TECHDOR is tested and approved to Malaysia Standard of MS 1073 part 2 
and 3 : 1996 on :

Intregrity
The ability of a specimen of a doorset to contain a fire specified criteria for 
collapse, freedom from holes, cracks and fissures and sustained flaming on 
the unexposed face.

Insulation
The ability of a specimen of a doorset to restrict the temperature rise of the 
unexposed face below specified levels.

Cyclic movement endurance test
A doorset should be subjected to 100,000 cycles of continuous opening and 
closing for Single Leaf and 50,000 cycles for Double Leaves.

TECHDOOR is tested and approved with complete range of ironmongeries of 
various brands and models :
- Mortise lockset with stainless steel lever handle
- Card Access Lockset for Hotel
- Door closer
- Stainless steel hinges
- Door selector (for double leaves only)
- Fastening bolts (for double leaves only)

TECHDOR is tested and approved with metal frame. We also offer optional 
items like:
- 150mm x 300mm wire glass vision panel for 1 hour only
- Various finishes
- Decorative beadings

































List of Current and 
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